
   PRODUCT SPECIFICATION SECTION 13065

TSS BULLET RESISTANT TRANSACTIONAL DOOR & FRAME ASSEMBLY
PART 1 GENERAL

1.1 REFERENCE

A. Underwriters Laboratory UL 752-Standard for Bullet Resisting Equipment, ASTM C 1172 - Standard Specification for Laminated Architectural Flat Glass, NIJ Standard 0108.01 -  (National Institute of Justice) Standard for Ballistic Resistant Protective Materials (September, 1985).
1.2 SUBMITTALS
A. The following shall be submitted by the manufacturer in accordance with Sections 13070 and any Special Contract Requirements: Submit for approval prior to fabrication: samples, product data (including preparation, storage and installation methods), cuts & anchor spacing, reinforcement & location , product specifications, shop drawings, test reports (current UL Listing Verification & UL 752 Test Results as provided by Underwriters Laboratories), and printed data in sufficient detail to indicate compliance with the contract documents. 
B. Provide manufacturer’s instructions for installation and cleaning of TSS Bullet Resistant Transactional Door Assemblies. All required submittals shall be approved prior to installation.
1.3 DESIGN PERFORMANCE
A. Through the design, manufacturing techniques and material application the TSS Bullet Resistant Transactional Door shall be constructed of a wood core lined with a sheet of fiberglass.  With a UL Standard 752 Level 1, 2 or 3 rating.   Door frame to have no exposed fasteners, all joint connections to have concealed clips to provide rigid assembly when installed.  Exterior laminated and or paint grade birch veneer.    Frames are non-rated, with option for ballistic rated tube. Assembly to include, anti-jimmy plate, overhead surface closer, heavy duty continuous hinge, Schalge Lock set.  Door system to be available in Right hand, left hand and reverse swings.
B. Transactional window to be in standard size of 24”w x 37”h.  Transactional window to be complete with plastic laminate countertop, stainless steel deal tray and natural voice transmission glazings.  Glazing designs standard availability is Baffle design, Arch Speaker Backer, Round Speaker backer.  Glazing to match level of protection selected above with door.

C. Door to defeat ballistic assaults from 9mm medium power through.44 magnum superpower small arms handgun as tested with UL Standard 752 at Underwriters Laboratories.
1.4 QUALITY ASSURANCE

A. Manufacturer shall be a Company that specializes in manufacturing products of the specified type with a minimum of five years experience.  Installer shall be a Company that specializes in product type specified.  Manufacturer shall provide a sample with color/finish to the Architect for approval prior to start of work.
1.5 DELIVERY, STORAGE & HANDLING

A. Delivery the materials to the project with the manufacturer’s UL Listed Labels intact and legible.  Handle the materials with care to prevent damage.   Store materials inside and under cover, stack flat and off floor. Project conditions (temperature, humidity, and ventilation) shall be within the maximum limit recommendations set by manufacturer.  Do not install products that are under conditions outside these limits.
1.6 WARRANTY
A. All materials shall be warranted against defects for a period of 1 year for the date of receipt at the project site.  .  Certificates of manufacturer’s standard limited warranty shall be provided at project completion. 
PART 2 PRODUCTS

2.1ACCEPTABLE MANUFACTURERS 

A. Products shall be manufactured by: Total Security Solutions, Inc, 170 National Park Drive, Fowlerville, MI 48836, 866-930-7807. Jim Richards, info@demandtss.com .   Web: www.tssbulletproof.com . No substitutions shall be accepted.

2.2  PRODUCT: BULLET RESISTANT WOOD DOORS
A. Product to be TSS TA Wood Door :  Door Frame Construction: Frames shall a non-rated Aluminum 1 ¾” x 4” tube, or a Knocked Down hollow metal wrapped frame to be prime painted.  Door hardware includes: HD continuous hinge, overhead closer, Schlage ND80 lever lockset, anti-jimmy plate, 2-piece door stops,.  Shipped fabricated and ready for field installation.
B. Finish: Anodized aluminum or Primed gray at factory.  Continuous hinge is clear anodized. Field painted and finish in accordance with Section 9 of these specifications.
C. Glazing: As specified in 2.2 A of this section, Meets UL 752 for bullet resistance Level ______ (specify 1, 2 or 3)

Glazing Opening size: ____________________  (specify size)
E. Door Size: 36” x 84” (finish opening 40” x 86”), Jamb Tube 1 3/” x 4” 
1) Swing direction: RH, LH, Reverse RH, Reverse LH (specify one)
2) Factory Finish: Plastic Laminate, Metal Laminate, Wood Veneer, Prime Paint (specify one)
2) Color/finish shall be: ________  (Specify Clear or Dark Bronze Anodized or Custom Kynar Bake Enamel Color ______)  
3) Transactional Window  (Specify Window type below)

a) Baffle 

b) Arched Backer

c) Round Backer
2.3 BULLET RESISTANT TRANSPARENCIES & OPENINGS
A. Glazing: Maintain bullet resistant UL 752 rating for specified level above. 
PART 3 EXECUTION

3.1 PREPARATION
A. Prior to installing the bullet resistive material, the contractor shall verify that all supports have been installed as required by the contract documents and architectural drawings, and approved shop/CAD drawings, if required.  Installer shall notify architect of any unsatisfactory preparation that is responsibility of another installer.
B. Clean and prepare all surfaces per manufacturers recommendations for achieving the best results for the substrate under the project conditions.
3.2 INSTALLATION 
A. Do not begin installation until openings have been verified and surfaces properly prepared in accordance with Drawings.  Install in accordance with manufacturer’s instructions and UL 752. Set all equipment plumb.
B. TSS TA Bullet Resistant Wood Doors can be installed using industrial adhesive, mastic, screws and bolts.  Method of application shall maintain bullet resistive rating at junctures with concrete floor, door and window frames and other penetrations.  Installation tolerance shall not exceed 1/16th (1.6mm) for squareness, alignment, twist and plumb. Install hardware as specified.  
C. Field painting is specified in Section 09900.
3.3 POST APPLICATION

A. TSS TA Bullet Resistant Wood Doors shall be installed in accordance with manufacturer’s printed recommendations, including adhering to anchoring and finishing details.  Method of application shall maintain the bullet resistive rating at junctures with concrete floor slabs, the concrete roof slabs, the bullet resistive door frames, the bullet resistive window frames and all required penetrations.

B. Inspection and Cleaning: Verify installation is complete and complies with manufacturer’s requirements. Clean product and accessories, removing excess sealant, labels and protective covers. 

C. Touch-up, repair or replace damaged products before Substantial Completion.

D. Product Warranty: Applicable warranty shall be issued to owner upon final release of completed project.
**end of section**
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