
   PRODUCT SPECIFICATION SECTION 13065

TSS NON-SECURE ALUMINUM FRAMING SYSTEM
PART 1 GENERAL

1.1 REFERENCE

A. Underwriters Laboratory UL 752-Standard for Bullet Resisting Equipment, ASTM C 1172 - Standard Specification for Laminated Architectural Flat Glass, NIJ Standard 0108.01 -  (National Institute of Justice) Standard for Ballistic Resistant Protective Materials (September, 1985). ASTM B 209 - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate, 
ASTM B 221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods, Wire, Profiles, and Tubes.
1.2 SUBMITTALS
A. The following shall be submitted by the manufacturer in accordance with Sections 13070 and any Special Contract Requirements: Submit for approval prior to fabrication: samples, product data (including preparation, storage and installation methods), cuts & anchor spacing, reinforcement & location , product specifications, shop drawings.

B. Provide manufacturer’s instructions for installation and cleaning of TSS Non-Secure Framing System. All required submittals shall be approved prior to installation.
1.3 DESIGN PERFORMANCE
A. Through the design, manufacturing techniques and material application the TSS Non-Secure Framing System shall be constructed of an extruded aluminum in 6061-T6 alloy/tempered.  Frame to have no exposed fasteners.  All joints and connections shall be tight, providing hairline points and true alignment of adjacent members.  Panels shall not be removable from threat side.   
1.4 QUALITY ASSURANCE

A. Manufacturer shall be a Company that specializes in manufacturing products of the specified type with a minimum of five years experience.  Installer shall be a Company that specializes in product type specified.  Manufacturer shall provide a sample with color/finish to the Architect for approval prior to start of work.
1.5 DELIVERY, STORAGE & HANDLING

A. Delivery of the materials to the project with the manufacturer’s labels intact and legible.  Handle the materials with care to prevent damage.   Store materials inside and under cover, stack flat and off floor. Project conditions (temperature, humidity, and ventilation) shall be within the maximum limit recommendations set by manufacturer.  Do not install products that are under conditions outside these limits.
1.6 WARRANTY
A. All materials shall be warranted against defects for a period of 1 year from the date of receipt at the project site.  .  Certificates of manufacturer’s standard limited warranty shall be provided at project completion. 
PART 2 PRODUCTS

2.1ACCEPTABLE MANUFACTURERS 

A. Products shall be manufactured by: Total Security Solutions, Inc, 170 National Park Drive, Fowlerville, MI 48836, 866-930-7807. Jim Richards, info@demandtss.com .   Web: www.tssbulletproof.com . No substitutions shall be accepted.

2.2  PRODUCT: TSS NON-SECURE ALUMINUM FRAMING SYSTEM.
A. Product to be: Total Security Solutions Non-Secure Framing System. Head, sill and jambs are two piece extrusions with no integral weep system at the sill, extrusions to allow for re-glazing with the use of removable stops. All joints and connections shall be tight, providing hairline joints and true alignment of adjacent members. Glazing must not be removable from the threat side of the sash. Provide to dimension heights and widths indicated on the Drawings.

1. 
System shall be designed to accept glazing from 1.25” to 1.375” thick
2. 
Glazing:

** NOTE TO SPECIFIER ** Glazing members can accommodate glazing transparencies or opaque panels ranging in thickness from 1-1/4 inch to 1-3/8 inch.

a. 
Glazing to conform to UL 752 of the following protection level. Level 1,2 or 3 (select one)
b. 
Glazing Type: Acrylic, Polycarbonate/Acrylic Laminate or Glass/Polycarbonate Composite select one)
PART 3 EXECUTION

3.1 PREPARATION
A. Prior to installing the bullet resistive material, the contractor shall verify that all supports have been installed as required by the contract documents and architectural drawings, and approved shop/CAD drawings, if required.  Installer shall notify architect of any unsatisfactory preparation that is responsibility of another installer.
B. Clean and prepare all surfaces per manufacturers recommendations for achieving the best results for the substrate under the project conditions.
3.3 POST APPLICATION

A. Inspection and Cleaning: Verify installation is complete and complies with manufacturer’s requirements. Clean product and accessories, removing excess sealant, labels and protective covers. 

B. Product Warranty: Applicable warranty shall be issued to owner upon final release of completed project.
**end of section**
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